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TEXTILE LUBRICANTS

The extreme heat and sheer number of moving parts
found in textile finishing machinery combines to form
some of the harshest operating conditions for lubricants
of any industry. Thermal-Lube’s line of synthetic oils
and greases will outperform and outlast conventional
mineral-based lubricants. Thermal-Lube’s products will
also help consolidate an array of “machine-specific”
lubricants into a small handful of versatile products.

WARP KNITTING

APPLICATION RECOMMENDATION
Main Reservoir XL-7360
Variable Speed Take-up XL-1845
Letoff Units XL-1845
Letoff worm housing, Take-up

roll reduction unit XL-0835
Pattern wheel, Worm and worm

wheel, Chain, Letoff Chain

Idlers, Take-up roll bearings XL-0835
Sinkers and Needle Bars XL-1845
Beam Supports XL-1845
Chain and Sprocket Drive XL-0835
Spur Gears or Take-up Rolls XL-1845
Guide Bar Hangar XL-1845

PRODUCTS FOR
GENERAL PLANT MAINTENANCE

APPLICATION

Air compressors

Air lines

Chemical-resistant greasing

Dry lubricants

Gear box, transmissions

Greasing:  -10°C to 150°C
-20°C to 20°C
-5°C to 315°C

Hydraulic Systems

Lubrication — all oil applications

Motor Oil (Gasoline and Diesel

engines)

Penetrating Oil

Roller chains

Waterproof greasing

Wire ropes

RECOMMENDATION
XL-7330, XL-7332
XL-7328
XL-1845, XL-0600
XL-2350
XL-0835
XL-1845
XL-0600
XL-0600, XL-0715
XL-7325
XL-7360
XL-0831

XL-6331
XL-7360
XL-1845, XL-0600
XL-2350, XL-7360

DYEING AND FINISHING

APPLICATION RECOMMENDATION
Agers, Curers:
Grease lubricated to 150°C XL-1845
Grease lubricated 150-200°C XL-0600
Central Systems XL-1845
Qil lubricated XL-7360
Chains XL-7360
Calendars:
Roll bearings (Grease-lubricated) XL-1845
Roll bearings (Oil-lubricated) XL-0866

Open Gears XL-1845, XL-00G3

Dryers:
Dry cans, bearings

DRAWING AND COMBING

APPLICATION

Combers:
Oiling — Steel Roll Stands
Fans
Cams
Detaching Rolls

Draw Box Stands:
Oil Lubrication
Greasing
Open Gears
Enclosed Gears

Draw Frames:

All Oiling — Top Rolls

Bearings, Fittings
Hand Packaged

Roll Stands (Qil)

Roll Stands (Grease)

Open Gear

Enclosed Gear

Central Systems

RECOMMENDATION

XL-7360
XL-1845
XL-7360, XL-2350
XL-1845

XL-7360
XL-1845
XL-00G3, XL-7360
XL-0835, XL-7316

XL-7360
XL-1845
XL-1845
XL-7360
XL-1845
XL-00G3, XL-7360
XL-0835
XL-7360

OPENING AND BLENDING

Air drying systems (up to 175°C)

Air drying systems (up to 235°C)
Chains

Hand application and

Automatic Systems
Over 150°C

Hoists (Oil Lubricated)
Hoists (Grease Lubricated)

XL-0600, XL-0715
XL-0715

XL-7360, XL-0895
XL-7360, XL-0895
XL-0895

XL-7360
XL-1845

APPLICATION
Grease Fittings
Oiling

Hydraulic Systems
Plain Bearings
Drip Feed Qilers
Speed Reducers
Screw Take-ups

RECOMMENDATION
XL-1845
XL-7360
XL-7325
XL-1845
XL-7360
XL-0835
XL-2350




PRINTING

APPLICATION RECOMMENDATION
Kiers — Bleaching and Dyeing

Roll bearings

General Lubrication XL-1845

Mangles, Pumps, Extractors, Bearings:

General Bearing Lubrication XL-1845

Temperatures to 200°C XL-0600

Temperatures to 300°C XL-0715
Mercerizers:

Main Shaft Bearings XL-1845

Caustic Service XL-1845
Printing Machines - Flat, Rotary

Roller bearings, fittings XL-1845

Central Systems XL-1845

General Qiling XL-7360

Central Qilers XL-7360

Chains (hand-lubricated) XL-7360

Chains (automatic lubricated) XL-7360
Sanforizer:

Cylinder Bearings (Grease) XL-1845

Cylinder Bearings (Qil) XL-7360

Bearings subject to chemicals XL-1845

Blanket Guide Rolls XL-1845
Soapers, Starch Range

Grease Service XL-1845

Oil Service XL-7360

Chain Drives (oil bath) XL-7360

Chain Drives (not immersed) XL-7360

Gears (open) XL-1845

Gears (enclosed)

Tenter Frames

Bearings to 200°C

Bearings to 315°C

Chains, Clip Hinges, Chain
Slides, Chain Sprockets

Cross Screws

Cross Screw Gear Boxes
to 150°C
to 300°C

Washers and Squeezers
Grease Fittings
Pre-packed

XL-0835, XL-7316

XL-0600
XL-0715

XL-0895
XL-2350

XL-0835
XL-0895

XL-1845
XL-1845

WINDING

APPLICATION RECOMMENDATION
Roll Shaft (Oil) XL-7360
Roll Shaft (Grease) XL-1845
Cam Grooves: XL-1845
Head End Bearings (Qil) XL-7360
Head End Bearings (Grease) XL-1845
Spindle Reservoir: XL-7345
Spindle Drive: XL-7345
Cone Holder: XL-7345
Electric Motors (Qil): XL-7360
Electric Motors (Grease): XL-1845
Chains:

Central Lubes XL-7360

Hand-Lubricated XL-7360

Open Gear
Enclosed Gear

XL-7360, XL-00G3

XL-0835

CIRCULAR KNITTING

APPLICATION RECOMMENDATION
Cylinder, Dial Drive, Operating

Linkages, Cams, Shaft

Bearings, Pawls, Levers,

Open Gear, Pinions XL-7345
Motor Drive Gear Box XL-0835
Automatic Systems XL-7345
Double Knits:

Mist Oil Systems XL-7345

One-Shot Systems XL-7345

Drip Oiler XL-7360

Hand QOiling XL-7360

Grease Filling XL-1845

Hand-packed bearings XL-1845

Cylinder Gear and Main Bed

Bearing Surface XL-0835




ROVING

APPLICATION
Automatic Systems
Roll Necks, Rolls  General Oiling
Greasing
Spindles and Bobbins:
Oil
Grease
Chains:

Roller and Silent Central System
Manual-lubrication
Enclosed Gear

RECOMMENDATION
XL-7360

XL-7360
XL-1845

XL-7345
XL-1845

XL-7360
XL-7360
XL-0835

Open Gear XL-00G3, XL-7360
SPINNING
APPLICATION RECOMMENDATION
Cylinder Bearings, Top Rolls, Steel Roll Stands:
Grease Lubricated XL-1845
Oil Lubricated XL-7360
Spindles XL-7345
Central Systems: Grease XL-1845
Qil XL-7360
Head End Gears: Open XL-7360
Enclosed XL-0835, XL-7316
Lifting Rods XL-7360
Chains (Central / Manual Lubes) XL-7360

WEAVING
APPLICATION
Bearings, Fittings:
Grease
Oil
Chains: Hand-lubricated

Central lube
Counters

Dobby, Oil Service:
Hand / Automatic

RECOMMENDATION

XL-1845
XL-7360

XL-7360
XL-7360

XL-7360

XL-7350, XL-7360

SLASHING AND MERCERIZING

APPLICATION

RECOMMENDATION

Dry Chemical Handling Bucket Conveyors, etc.

Bearings
Chains
(manual and auto-lubrication)
Speed Reducers

Grease Lubricated
Oil Lubricated

Size Box, Infeed & Beam Rolls

Mixers:

Friction Gears, Other Gears

Squeeze Rolls: Grease Lubricated
Oil Lubricated

Mangle: Grease Lubricated
Oil Lubricated
Drying Cams: Grease to 150°C
Grease to 200°C
Grease to 230°C
Oil to 230°C

XL-0835

XL-1845
XL-0835

XL-1845
XL-7360
XL-1845
XL-1845

XL-1845
XL-0835

XL-1845
XL-0835

XL-1845
XL-0600
XL-0715
XL-0855

Grease XL-1845
Gears: Open XL-00G3, XL-7360
Enclosed XL-0835
Letoff Housing XL-0835
Hunt Letoff XL-1845
General Oiling:
Oil Holes, surface points,
automatic systems, reservoirs XL-7360
General Greasing: Fittings XL-1845
Central Systems XL-1845
TWISTING
APPLICATION RECOMMENDATION
Dry Chemical Handling
Bucket Conveyors, etc.
Oil Lubricated XL-0835
Grease Lubricated XL-1845
General Oiling: XL-0835
Central Lube Systems:
Grease Lubricated XL-1845
Oil Lubricated XL-0835, XL-7360
Roll Stands: Grease Lubricated XL-1845
Oil Lubricated XL-7360
Spindles XL-7345
Gears: Open XL-00G3, XL-7360
Enclosed XL-0835, XL-7360
Chains:

Central Lubes, Hand Lubes

XL-7360
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