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XL0FG2 is a general lubricating grease for food processing equipment including mixers, bakeries, 
fryers, cookers, cleaners, packaging machines, bottling machines, conveyors.

XL0FG2 is classified for use in food producing facilities and is listed under “NSF Nonfood Compounds 
Program Listed No.136083 Category Code: H1”

XL0FG2 offers the following advantages:
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• Excellent mechanical stability
• Very high dropping point
• Supports high loads

• Reduced wear
• Water resistant
• Inhibits corrosion

Please Note:
For industrial use only. Avoid contamination of food products during use or storage. 

Do not add this product directly to food.

TYPICAL SPECIFICATIONS

Product Code: XL0FG2 /001 /002

N.L.G.I. Grade: 1 2

Dropping point (°C) (ASTM D2265) 318

Texture Smooth

Color White

Penetration @ 25°C After 60 strokes (ASTM D217) 320 280

Mechanical Stability (10,000 strokes, %) <3

Stability in water @ 80ºC  (ASTM D1264) 1 0.5

Rolling stability % (ASTM D1831) 2.1

Charge Timken OK (kg) (ASTM D2509) 27.0 27.2

4-ball wear test, mm stripe, 40kg, 1200rpm, 75°C, 1 h (ASTM D2266) 0.45

4-ball test EP, LWI (kg) (ASTM D2596) 62/500

Base Oil Viscosity (cSt @ 40°C) (ASTM D445)
                                 (cSt @ 100°C) (ASTM D445)

220
19.5

Copper, corrosion, classification (ASTM D4048) 1B

Standardized longevity in ball bearings (hours) (ASTM D3527) 180

Oxidation in bomb (psi loss after 1000 hours) (ASTM D942) 6.0

Torque at low temperature @-18 ºC, g-cm Start / 60 min (ASTM D1478) ND 1404 / 247

Mobility at low temperature @ 150 psi, -18 ºC, g/min (US Steel) 19.3

Rust Test (ASTM D1743) Pass Pass

Corrosion Salt Spray , 1mil d.f.t hours (ASTM B117) >300

Wheel bearing leak (g) (ASTM D4290) 1.0
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