
255 Ave Labrosse, Pointe-Claire, Québec, Canada H9R 1A3 

T: +1.514.694.5823; www.thermal-lube.com
The information presented in this bulletin is, to the best of our knowledge accurate. It is intended to be helpful, and not considered to be a guarantee. 
L’nformation donnée dans ce bulletin est, au meilleur de nos connaissances, exacte. L’intention de ce bulletin est pour votre aide et non une garantie.

XL7328 RDO is an extreme pressure high-performance lubricant designed for rock drilling equipment.

XL7328 RDO exhibits excellent anti-rust and corrosion properties and can be used in reciprocating, 
rotary, or impact equipment under the most severe ambient operating conditions and climates.

XL7328 RDO is formulated with emulsifiers and tackifiers, ensuring a high degree of resistance to 
wash-off, and strong adhesion to reciprocating parts. 

XL7328 RDO oils are formulated to lubricate the mechanical pneumatic percussion tools, such as drills, 
giant drills, pavement breakers, etc.
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TYPICAL SPECIFICATIONS

Product Code: XL7328 /068 /100 /150

SAE Grade
ISO Grade

20
68

30
100

40
150

Viscosity (cSt @ 40°C) (ASTM D445)
(cSt @ 100°C) (ASTM D445)

68
8.75

100
11.4

150
14.8

Viscosity Index 101 100 98

Flash Point (°C) 220 245 250

Pour Point (°C) (ASTM D97) -25 -22 -18

Density (g/ml) 0.88 0.89 0.90

XL7328/068 ISO #68 light (winter grade)

XL7328/100 ISO #100 medium (winter grade)

XL7328/150 ISO #150 heavy (all-season grade)
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